
Spec# 78997 Fasson® 2.0 Mil White BOPP TC/ S7000/1.2 Mil PET

AD Connect
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Collaboration. Validation. Commercialization. 

Take the opportunity to harness the power of 
an experienced team of label materials experts 
to create unique solutions for your clients with 
Engineered Solutions.

Some applications call for a special material 
requirement, be it size, shape or performance criteria. 
With Engineered Solutions, our technical solutions 
team will work with you to produce a label material 
specifically designed for such unique needs – a one-
of-a-kind product for you and your end user.

Together, we’ll go from concept to commercial to 
develop innovative products that please your clients 
and help drive your business.

 Get started with Select Solutions Engineered Solutions,  
 visit label.averydennison.com/engineered

Customization is  
an Expert Away
Select Solutions™  
Engineered Solutions

©2018 Avery Dennison Corporation. All rights reserved.



Application
Portfolios

Avery Dennison ADvantage:  
Technical Excellence

You can count on members of the Avery Dennison ADvantage: 
Technical Excellence Team to help you find the products and 
solutions that work for you and your customers. Our technical 
experts are dedicated to making your next application a success. 
Our people are there for you, helping with scale up, converting, 
application troubleshooting and employee training. We’ll put the 
industry’s most comprehensive offering of facestocks, adhesives 
and liners to work for you in the shortest possible time.

Contact your application consultant or sales representative 
to discuss how we can meet your needs. We have a team of 
technical solutions leaders dedicated to developing engineered 
solutions that fit your timeline and your bottom line.

AD Connect

28



– A range of clear, white and  
 natural-looking materials

– Brown and white liner  
 materials in various weights  
 and thicknesses

– Adhesives specifically  
 designed for application 
 to and easy removal from  
 fabrics without residue

Select Solutions™  
Apparel Portfolio
Thermal transfer printable options for sizing strips and  
other pressure-sensitive graphic apparel applications

Spec# Product Description Width/Length
(In./Ft.)

Location Lead Time

18559 60# Archival SG/R5195/40#LF RW 13/10000 FTW  Next Day
79711 TransCode® White/R120/50#BRN 60/4167 PVL 5 Days
79712 TransCode® White II/R120/50#SCK 54/2500 PVL 4 Days
79713 TransCode® Clear/R120/50#BRN 60/1668 PVL Next Day
79714 TransCode® + Clear/R120/50#BRN 60/2500 PVL 4 Days
74523 2 Mil Clear BOPP 7525/S4900/40#SCK EXACT™/5000 PVL Next Day
75617 TransCode®+ White/S4900/50#BRN EXACT™/7500 PVL Next Day
74087 TransCode® White II/S4900/50# 60/2500 PVL Next Day
75616 TransCode®+ Clear/S4900/50#BRN EXACT™/7500 PVL Next Day
74106 TransCode® Clear II/S4600/50#BRN 60/1668 PVL 5 Days
75233 TransCode® White/S4600/50#BRN 60/4200 PVL 7 Days
79576 TransCode® + White/S692N/50#BRN 60/2500 PVL 4 Days
79575 TransCode® + Clear/S692N/50#BRN 60/2500 PVL 4 Days
79578 TransCode® + White/AT20/50#BRN 60/2500 PVL 4 Days
79577 TransCode® + Clear/AT20/50#BRN 60/2500 PVL 4 Days

FTW=Fort Wayne, IN     PVL=Painesville, OH    

NOTE: We do not recommend applying pressure-sensitive labels to satin, silk, suede, 
leather, felt, velour, corduroy or velvet materials. Adhesive testing is suggested for 
specific applications.

R5195 R120 S4900 S4600 S692N AT20

Adhesive Technology
Emulsion 

Acrylic

Emulsion 

Acrylic

Emulsion 

Acrylic

Emulsion 

Acrylic

Emulsion 

Acrylic

Emulsion 

Acrylic

Service Temp Range  -65 to 185  -40 to 200  -40 to 200  -40 to 300  -20 to 200  -65 to 200

Minimum application 
temperature

40 50 25 10 23 -20

Cotton 

Denim

Stretch Denim

Polyester

Rayon

Nylon/Spandex

Recommended-Test in actual application

Recommended-Lower peel

Not recommended

*Testing is recommended for all applications as there may be variation between colors, weaves and fabric blends

Applications

Apparel 
Jeans, pants, sportswear, 
menswear, women’s apparel, 
children’s wear, socks, shoes, 
sweaters and more

Textiles 
Blankets and bedding

Portfolio Characteristics
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– Advanced adhesives that  
 perform on difficult-to-adhere-to  
 surfaces that are heavily  
 textured; feature brushed metal,  
 powder coatings and velvet  
 finishes; or have come in contact  
 with chemical cleaning agents 

 

– Materials that offer branding and  
 point-of-purchase performance,  
 while providing abrasion, tear,  
 and moisture and environmental  
 resistance

– Voidable film facestocks and  
 tamper-evident vinyls designed  
 for counterfeiting and security  
 functionality

– Removable adhesives for quick,  
 clean removal

– Constructions suited for laser  
 and thermal transfer printing

Select Solutions™  
Appliance Portfolio
Functional constructions developed to perform  
on a variety of difficult-to-adhere-to surfaces

Washers and dryers
Refrigerators
Microwaves

Coffee makers
Televisions
Toasters/toaster ovens
Trash compactors

Spec# Product Description Width/Length  
(In./Ft.)

Location Lead Time

78385*
2 Mil White PET TC/ 
S8001/50#SCK                                       

EXACT™/5000 NEE 1 Day

78387*
2 Mil Chrome PET TC/ 
S8001/50#SCK                        

EXACT™/5000 NEE 1 Day

77844* 1 Mil Clear PET Overlaminate
EXACT™/2500 PVL 1 Day
EXACT™/5000 PVL 1 Day
EXACT™/2500 WCT 1 Day

78401*
3 Mil Synthetic Paper/ 
S8001/50#SCK                                        

EXACT™/5000 PVL 1 Day

78403*
2.3 Mil White BOPP TC/
S8001/50#SCK

EXACT™/5000 NEE 1 Day

78947*
2 Mil Clear PET TCRC/
S8015LW/50#MF 

Stock 6/2500 PVL 1 Day

79327*
2 Mil Clear PET TCRC/
S8025/50#MF  

Custom Coat 60 PVL 7-10 Days

77921*
2 Mil Clear PET TC/
S8025/50#SCK

EXACT™/5000 NEE 1 Day

78064**
2.3 Mil White BOPP TC/
I406KB/40#BG

Custom Coat 60 PVL 7-10 Days

79648* 4 Mil Vinyl TCD/S8025/50#SCK Stock 54/16  68 PVL 1 Day

18328
60# Semi-Gloss Elite™/
R5195/40#SCK

EXACT™/5000
FTW, PTC, QTN,  

DAL, WCT
1 Day

EXACT™/10000 FTW, QTN 1 Day

78149
2.3 Mil White BOPP TC/
R3500/40#SCK

EXACT™/5000 PVL 1 Day

78826
2 Mil Clear BOPP TC/R1490/1.2 
Mil PET

Stock 54/1668 NEE 1 Day

*UL®-recognized
**UL-recognition pending

NEE=Neenah, WI  PVL=Painesville, OH  WCT=West Coast  FTW=Fort Wayne, IN  
PTC=Peachtree City, GA  QTN=Quakertown, PA  DAL=Dallas, TX

Applications

Portfolio Characteristics

AD Connect
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– Full range of self-adhesive  
 materials, including multiple  
 facestocks and adhesives

– High temperature and 
 chemical resistance

– Durable performance in harsh  
 environments

– Compliant with REACH, RoHS,  
 IMDS and common testing  
 parameters specified by  
 automotive OEMs

– Excellent adhesion to a wide  
 range of substrates, including  
 rough and low surface  
 energy plastics

Select Solutions™  
Automotive Portfolio
Performance that goes the distance

Under-the-hood 
Labels for heat/chemical-resistant 
warnings, engine component  
instructions, tracking, fluid  
containers, car batteries and cables  

Exterior 
Fuel cap, tire pressure and  
tracking/service labels

Interior 
Airbag, security/anti-counterfeit,  
warning, instruction and  
tracking labels

Spec# Product Description Width/ Length  
(In./Ft.)

Location Lead 
Time

M
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ly

76656 2 Mil White PET TC/S8015/50#SCK
Stock/5000

NEE 1 Day
✓ ✓

EXACT™/1668

76658 2 Mil Matte White PET TC/S8015/50#SCK Custom Coat/5000 PVL 5 Days ✓ ✓

76660 2 Mil Matte Chrome PET TC/S8015/50#SCK EXACT™/1668 NEE 1 Day ✓ ✓

*79453 2 Mil White PET TC/S8049/50#SCK ABC Stock/1668 PVL 1 Day ✓ ✓ ✓

79534 2 Mil Matte Chrome PET TC/S8049/50#SCK ABC Custom Coat/1668 PVL 5 Days ✓ ✓ ✓

78385 2 Mil White PET TC/S8001/50#SCK EXACT™/5000 PVL 1 Day ✓ ✓

78401 3 Mil Synthetic Paper/S8001/50#SCK EXACT™/5000 PVL 1 Day ✓ ✓

78387 2 Mil Matte Chrome PET/S8001/50#SCK EXACT™/5000 NEE 1 Day ✓ ✓

79653 2 Mil White PET TC/8049A/EZ Liner Custom Coat/1000 PVL 4 Days ✓ ✓ ✓

79654 2 Mil Brushed Chrome PET TC/8049A/EZ Liner Custom Coat/1000 PVL 4 Days ✓ ✓ ✓

*79732 2 Mil White PET TC/S8029/50# SCK ABC
Single Roll/2500 PVL 4 Days ✓ ✓ ✓

Stock/1668 PVL 1 Day ✓

Overlaminates

77855 1 Mil Clear Print-Treated PET/S730/1 Mil PET EXACT™/5000 NEE 1 Day

77841 1 Mil Clear PET TC/S8020/40# BG
Ready Width™ 6/5000

PVL 1 DayReady Width™ 
12/5000

Products designed to be tamper evident

78194 2 Mil White Void PET TC/S8015W/50#SCK EXACT™/1700 NEE 1 Day ✓ ✓

78195 2 Mil Silver Void PET TC/S8015/50#SCK EXACT™/1700 NEE 1 Day ✓ ✓

Labels designed to adhere to silicone or silicone-treated surfaces

*79438 1.5 Mil White PET TC/S8092/3 Mil PET Single Roll/850 PVL 1 Day

*Single Slit Roll Service Program: Available in any width by 2500 ft. (3 in. core)
✓ = Performs on designated substrates

PVL=Painesville, OH  NEE=Neenah, WI

Applications

Portfolio Characteristics
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– Consistent adherence to  
 a range of substrates

– Weather- and temperature- 
 resistant

– A range of cost and  
 performance options

– Excellent dimensional stability

– Materials with a variety of  
 processes from flexo to digital

– Ready-to-roll, lay-flat liner suited  
 for sheet applications

– Topcoated and non-topcoated  
 materials

Select Solutions™  
Bumper Sticker Portfolio
Durable constructions that get noticed

Automotives and Fleet
Promotional Materials

Spec# Product Description Width/
Length
(In./Ft.)

Location Lead 
Time

78244
Bmpstk 4 Mil Vinyl NTC/
S475/78#CCK

54/2500 PVL
4 
Days

86272
4 Mil White Flex Vinyl/
S475/65#MF

54/2500 PVL
4 
Days

41168 4 Mil White Flex Vinyl/R143/50# 54/2500 PVL
10 
Days

PVL = Painesville, OH

– Best-in-class adhesive works  
 beautifully on waxy surfaces;  
 provides long-lasting, reliable  
 adhesion even if substrate  
 is porous

– Materials withstand continued  
 exposure to chemicals and  
 fluctuating temperatures

– Top coated option for HP Indigo  
 digital press printing

– Adapt well to specialty printing  
 techniques like foil and hot  
 stamping, embossing and  
 silk screening

Select Solutions™  
Candle and Soap Portfolio
Withstands chemicals and wax exposure on candles,  
candle wrappers and jars, and soaps

Candles
Candle Wrappers and Packaging
Candle Jars
Soaps and Soap Packages

Spec#   Product Description Width/
Length
(In./Ft.)

Location Lead 
Time

77410
2 Mil Metallized BOPP TC/S2300/ 
1.5 Mil PET

54/1000 PVL 4 Days

78363
1.5 Mil Clear Print-Treated PET/S2300/ 
1.5 Mil PET

54/1000 PVL 4 Days

78382
2 Mil White Print-Treated PET/S2300/ 
1.5 Mil PET

54/1000 PVL 4 Days

79350
2.6 Mil White BOPP TC/S2300/
1.5 Mil PET

54/1000 PVL 4 Days

79360
2.6 Mil White BOPP ITC/S2300/
1.5 Mil PET

13/2500 FTW 7 Days

PVL=Painesville, OH    FTW=Fort Wayne, IN

Applications

Applications

Portfolio Characteristics

Portfolio Characteristics
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– Durable, pressure-sensitive  
 films, coated and uncoated  
 papers

– A range of adhesives

– More cost-effective and  
 convenient than removing  
 old labels or replacing  
 entire packages

– Easily masks obsolete variable  
 information, barcodes  
 and pricing

– New data is easy to read and  
 completely scannable

Select Solutions™  
Cover-up Portfolio
High-opacity barrier coating on paper or film corrects  
errors and covers-up outdated information on packaging, 
labels and containers

Logistics and Transport
Pharmaceutical
Industrial Chemical Labeling
Food and Retail Promotions
Home and Personal Care

Spec#   Product Description Width/Length
(In./Ft.)

Location Lead 
Time

15477
Semi-Gloss Elite™ FasCover™ 2/
AT20/40#SCK

EXACT™/5000 FTW Next Day

19185
54# Semi-Gloss FasCover™ 2/
C2500/40#SCK 

EXACT™/5000 PTC Next Day

07636
60# Cast Gloss FasCover™ 2/ 
AT20/40#SCK

EXACT™/5000 FTW Next Day

06263
Matte Litho FasCover™ 2/ 
AT20/40#SCK

78/1668 FTW Next Day

13601
Trans-Therm® 1C FasCover™ 2/
AT20/40#CK

EXACT™/5000 FTW Next Day

15562
Direct-Therm 200HD FasCover™/
AT20/40#SCK

60/1668 PVL Next Day

53825
Inverted-Face MaxFlex™ Bright Silver/
S246/40#SCK

30/1500 PTC 4 Days

08192
Inverted-Face Bright Silver Foil/
S246/40#SCK

30/1500 PTC 4 Days

75312
Inverted-Face Metallized Primax® 250/
S1000/44#PK

Single 
Roll*/2500 PVL 4 Days

PVL=Painesville, OH    PTC=Peachtree CIty, GA    FTW=Fort Wayne, IN

Single Slit Roll Service Program:  Available in any width by 2500 ft. (3 in. core)

Applications

Portfolio Characteristics
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– Consistent adherence to a range  
 of drum surfaces
 
– Strong enough to withstand  
 ongoing outdoor exposure
 
– Weather- and temperature- 
 resistant

– Impervious to contact with  
 aggressive chemicals and  
 saltwater

– Highly adaptable to varying  
 container sizes and diameters

– A range of cost and  
 performance options

– Materials suitable for thermal  
 transfer and laser printing

– Repositionable adhesives

Select Solutions™  
Drum Portfolio
Durable, proven materials featuring  
BS 5609 Section 2 and 3 certification

Spec#    Product Description Width/Length (In./Ft.) Location Lead Time BS 5609 Section 2   BS 5609 Section 3

Print Method: Laser

78037
3.4 Mil Lasercode DL TC/
S4600/79#CCK

EXACT™/5000 PVL
Next 
Day

Yes
Lexmark C792E 
Primera CX1200
NeuraLabel 500e

54162 2 Mil White Laser PET/
S4600/66#PK Stock/1668 PVL

Next 
Day

Yes Lexmark C792E

Print Method: Thermal Transfer & UV Inkjet

79572 3.7 Mil Smudgeproof 
Kimdura®/S4600/50#SCK

EXACT™/1000
PVL/FTW/

WCT
Next 
Day

Yes

Cab: ITW B324 Black +B324 Red Resin*
ITW B128 Black+B120 Red
Zebra: ITW B128 Black+B120 Red
Zebra: Iimak SP330 Black+DC300 Ruby Red
Zebra: Armor AXR 8 Black+AXR600R Red
Zebra: ITW B324 Black +B324 Red Resin* 
Zebra: ITW CP TR5940 Black+TR5440 Red 
Datamax: Armor AXR 8 Black+AXR600R Red 
Datamax: ITW B324 Black +B324 Red Resin* 
Datamax: ITW CP TR5940 Black+TR5440 Red
Microplex: AXR7/600 
Jetrion: 4000 Series for 4900 Press*
Jetrion: 4950
DNP TRX-50 Black 
Durst Tau330 Black

Containers
Drums

Application

Portfolio Characteristics
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PVL=Painesville, OH   WCT=West Coast    
NEE=Neenah, WI    FTW=Fort Wayne, IN

The Avery Dennison label materials above are recognized by UL. 
Representative samples of this component have been evaluated by UL 
and meet applicable UL requirements certified to BS 5609. File MH 61182. 
*UL BS 5609 approved

Spec#    Product Description Width/Length (In./Ft.) Location Lead Time BS 5609 Section 2   BS 5609 Section 3

Print Method: Thermal Transfer & UV Inkjet

72197 Fasson® 4 Mil TransCode®/
S475/50#SCK

EXACT™/5000 NEE/WCT Next Day Yes

Zebra: DNP R300 Black+R510 Red*
Zebra: ITW B128 Black+B120 Red
Zebra: Iimak SP330 Black+DC300 Ruby Red
Zebra: Armor AXR 8 Black+AXR600R Red
Zebra: Iimak SP575 Black+DC300 Ruby Red
Zebra: ITW B324 Black +B324 Red Resin
Zebra: ITW CP TR5940 Black+ CP TR5440 Red
Zebra: Astromed RY Black + RAE Red 
Datamax: DNP R300 Black+R510 Red*
Data: Iimak SP330 Black+DC300 Ruby Red 
Datamax: Armor AXR 8 Black+AXR600R Red
Data: Iimak SP575 Black+DC300 Ruby Red
Datamax: ITW B324 Black +B324 Red Resin 
Datamax: ITW CP TR5940 Black+ CP TR5440 Red 
Durst Tau330 
Jetrion: 4000 Series for 4900 Press
Jetrion: 4950
Mark Andy Digital One

79480 2.6 Mil Synthetic 
Paper/8020/50#SCK

Stock/1000 PVL Next Day Yes

Zebra: ITW B324 Black +B324 Red Resin*
Zebra: DNP R300 Black+R510 Red*
Zebra: ITW B128 Black+B120 Red*
Zebra: Armor AXR 8 Black+AXR600R Red*
Datamax: ITW B324 Black +B324 Red Resin
Datamax: Armor AXR 8 Black+AXR600R Red*
Jetrion: 4000 Series for 4900 Press

Print Method: Inkjet

79348
Fasson® 5 Mil Matte Inkjet DL 
Kimdura®/S4600/50#SCK

EXACT™/2500 PVL Next Day Yes
Epson C831, TMC3400, TMC3500
NeuraLabel 300x

Print Method: Flexo

79572

 
3.7 Mil Smudgeproof Kimdura®/
S4600/50#SCK

EXACT™/1000 PVL/FTW/WCT Next Day Yes

Flint corona treatment:
Flint Force (all colors) - No Varnish*
Flint Force (all colors) - Varnish*
Environmental Ink (corona treated):
DR III FR Ink (all colors) - No Varnish*
Films III Ink (all colors) - No Varnish*
Wikoff: PolyTech XR (all colors) - No Varnish

72197 Fasson® 4 Mil TransCode®/
S475/50#SCK

EXACT™/5000 NEE/WCT Next Day Yes

Flint no corona treatment:
Flint Force (all colors) - Non Varnish*
Flint Force (all colors) - Varnish*
Environmental Ink (corona treated):
DR III FR Ink (all colors) - No Varnish*
Films III Ink (all colors) - No Varnish*
Actega:
Optifilm Ink (all colors) - Varnish*
Versifilm Ink (all colors) - Varnish
Wikoff: PolyTech XR (all colors) - No Varnish

79480
2.6 Mil Synthetic 
Paper/8020/50#SCK

Stock/1000 PVL Next Day Yes

Flint no corona treatment:
Flint Hydrofilm Ace (all colors)- Varnish*
Environmental Ink (corona treated):
DR III FR Ink (all colors) - No Varnish*
Films III ink (all colors) - No Varnish*
Wikoff: PolyTech XR (all colors) - No Varnish

35

Q1 | Issue 15



– Excellent image quality for print  
 designs from solids to fine lines  
 and screens

– Easy to reposition during the  
 mounting process

– Removes cleanly from both  
 plates and cylinders with little to  
 no adhesive residue

– Consistent tolerance and  
 dimensional stability helps to  
 reduce uncontrolled dot gain

– Allows for minimal vibration,  
 gear chatter and bouncing at  
 high press speeds

Select Solutions™ Fas-Flex™ 
Plate Mounting Tapes
Simple, Easy and Direct for Narrow Web  
Flexographic Printing

Flexographic Presses

Spec# Product Description Width/Length  
(In./Ft.)

Location Lead 
Time

57708 Fas-Flex™ 8615S Slit to width/75 PVL 2 Days*

57709 Fas-Flex™ 8615M Slit to width/75 PVL 2 Days*

57710 Fas-Flex™ 8615H Slit to width/75 PVL 2 Days*

*Order Note: All orders placed by 3:00 P.M. EST will ship within 48 hours.   
All orders ship UPS 2 Day. 
PVL=Painesville, OH

– Two solutions with UL  
 recognized inks, ribbons and  
 adhesives for labeling portable  
 dry chemical and powder fire  
 extinguishers (Class D), and  
 stainless steel water-based  
 units (Class A)
 

– UL recognized label system  
 allows you to file for a label  
 adoption, significantly reducing  
 the time, cost and effort of  
 adding a product to a UL file

Select Solutions™  
Fire Extinguisher Portfolio
New UL® 299 Recognized Solutions

Fire Extinguishers
Safety Equipment

Spec#   Product Description Width/Length
(In./Ft.)

Location Lead 
Time

77536 2.3 Mil White BOPP/S6600/50#SCK EXACT™/5000 PVL
Next 
Day

77844
1 Mil Clear Print-Treated Polyester/
S8020/40#BG

EXACT™/2500 PVL
Next 
Day

PVL=Painesville, OH

Applications

Applications

Portfolio Characteristics

Portfolio Characteristics
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– Food rotation labels help ensure  
 compliance with FDA regulations

– Dissolvables disintegrate  
 in water in seconds with  
 slight agitation

– Dissolvable labels are  
 an excellent solution for  
 food rotation or inventory  
 management to help  
 drive productivity

– Fluorescents are available in  
 many bold colors

Select Solutions™  
Food Safety and  
Promotion Portfolio
Fluorescents and dissolvables identify and safeguard

Dissolvable
Inventory Labels
Container Date Code Labels 

Fluorescents
Promotional Labels
Warning Labels

Spec#   Product Description Width/Length
(In./Ft.)

Location Lead 
Time

15666
Dissolvable PPR SC/S2600/
40#SCK

45/1668 PVL Next Day

Ready Width™ 15.5/5000 DAL Next Day

Ready Width™ 13/5000 DAL Next Day

Ready Width™ 9/5000 DAL Next Day

00940 ReDeem-a-LBL/S246/40#SCK 30/1500 PTC 4 Days

15284 Chart Fluor/C2500/40#SCK EXACT™/5000 PTC Next Day

15283 Green Fluor/C2500/40#CK EXACT™/5000 PTC Next Day

15282 Orange Fluor/C2500/40#CK EXACT™/5000 FTW, PTC Next Day

15285 Pink Fluor/C2500/40#SCK 
EXACT™/2500 PTC Next Day

60/1668 TOR Next Day

15281 Red Fluor/C2500/40#CK  EXACT™/5000
FTW, WCT, 

PTC
Next Day

03222 Green Fluor/S246/40#SCK 30/1500 PTC 4 Days

02923 Orange Fluor/S246/40#SCK 30/1500 PTC 4 Days

03224 Pink Fluor/S246/40#SCK 30/1500 PTC 4 Days

03145 Red Fluor/S246/40#SCK 30/1500 PTC 4 Days

08923 Chart Fluor/R195/40#SCK 60/1000 PVL Next Day

07933 Green Fluor/R195/40#SCK 60/4200 PVL 4 Days

07932 Orange Fluor/R195/40#SCK 60/1668 PVL Next Day

08922 Pink Fluor/R195/40#SCK 60/1000 PVL Next Day

03929 Chart Fluor/R128/40#SCK 30/1500 PTC 4 Days

02822 Green Fluor/R128/40#SCK 30/1500 PTC 4 Days

02536 Orange Fluor/R128/40#SCK 30/1500 PTC 4 Days

02665 Red Fluor/R128/40#SCK 30/1500 PTC 4 Days

53530
Bright Silver Foil 
C2510/50#SCK

30/1500 PTC 4 Days

53528 Dull Silver Foil/C2510/50#SCK 30/1500 PTC 4 Days

DAL=Dallas, TX    FTW= Fort Wayne, IN   PVL=Painesville, OH    PTC=Peachtree City, GA   WCT 
= West Coast  TOR=Toronto, ON, Canada

Applications

Portfolio Characteristics
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– Thin and flexible

– Excellent dimensional stability

– Diffracts normal white light into  
 brilliant color

– Micro-embossable with  
 images or patterns

– Seamless holographic rainbow

Select Solutions™  
Holographic Portfolio
Light and Reflection Bring Brands to Life

Standout Labels
Home and Personal Care
Security Labels
Wine and Spirits
Flexible Packaging
Food

Spec#   Product Description Width/Length
(In./Ft.)

Location Lead 
Time
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78976 2 Mil Powder PET/S692N/50#SCK 39/1000 PVL 4 Days

78973 2 Mil Sparkles PET/S692N/50#SCK 39/1000 PVL 4 Days

78971 2 Mil Crystals PET/S692N/50#SCK 39/1000 PVL 4 Days

78067 2 Mil Rainbow PET/S692N/50#SCK 39/1000 PVL Next Day 

79016 2 Mil Rainbow OPP/S692N/40#SCK EXACT/5000 PVL Next Day

79072 2 Mil Crystal OPP/S692N/40#BG 54/1000 PVL 4 Days

79079 2 Mil Rainbow ITC/S692N/50#SCK 13/5000 FTW 7 Days

79579 2 Mil Rainbow Seamless PET/S692N/50#SCK 30/2500 PVL 4 Days

H
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02391 Fasson® FasPrism™ Iridesc/S246/40#SCK EXACT™/5000 PTC Next Day 

08753 Fasson® FasPrism™ Shear/S246/40#SC 30/1500 PTC 4 Days

10938 Fasson® FasPrism™ Ice/S246/40#SCK 30/1500 PTC 4 Days

12071 Fasson® FasPrism™ Glitter + II/S246/40#SCK 30/1500 PTC 4 Days

53786
Fasson® FasPrism™ Rainbow Seamless/
S246/40#SCK   

30/1500 PTC 4 Days

13645 Fasson® FasPrism™ Iridesc/R128/40#SCK 30/1500 PTC 4 Days

19437 Fasson® Inverted-Face FasPrism™/S246/44#PK 30/1500 PTC 4 Days

FTW= Fort Wayne, IN  PVL=Painesville, OH  PTC=Peachtree City, GA

Single Slit Roll Service Program:  Available in any width by 2500 ft. (3 in. core)

Applications
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– Materials that showcase  
 branding and point-of-purchase;  
 with adhesives that remove  
 cleanly over time

– Excellent abrasion and tear  
 resistance; moisture resistance;  
 environmental resistance  
 (temperature extremes / UV  
 / chemicals)

– Advanced adhesives for  
 difficult-to-adhere-to surfaces

– Compatibility with oily surfaces

– Compatibility with laser, thermal  
 transfer, inkjet and conventional  
 printing methods

Select Solutions™  
HVAC Portfolio
Materials designed to perform on a broad range  
of surfaces under intense conditions

Air conditioners/air handlers
Furnaces
Water heaters
Heat pumps
Radiant flooring
Thermostats 
Dehumidifiers
Ventilation

Spec# Product Description Width/Length  
(In./Ft.)

Location Lead Time

78385* 2 Mil White PET TC/S8001/50#SCK EXACT™/5000 NEE Next Day

78387* 2 Mil Chrome PET TC/S8001/50#SCK EXACT™/5000 NEE Next Day

77844* 1 Mil Clear PET Overlam

EXACT™/2500 PVL, WCT Next Day

EXACT™/2500 WCT Next Day

EXACT™/5000 PVL Next Day

78401* 3 Mil Synthetic Paper/S8001/50#SCK EXACT™/5000 PVL Next Day

78403* 2.3 Mil White BOPP TC/S8001/50#SCK EXACT™/5000 NEE Next Day

77921* 2 Mil Clear PET TC/S8025/50#SCK EXACT™/5000 NEE Next Day

79648* 4 Mil vinyl TCD/S8025/50#SCK Stock 54/1668 PVL Next Day

18328 60# Semi-Gloss Elite™/R5195/40#SCK
EXACT™/5000 QTN, NEE, PTC, 

FTW, WCT
Next Day

EXACT™/10000 Next Day

78149 2.3 Mil White BOPP TC/R3500/40#SCK EXACT™/5000 PVL Next Day

78826 2 Mil Clear BOPP TC/R1490/1.2 Mil PET Stock 54/1668 NEE Next Day

79325* 1 Mil Clear UV PET/S3000/1 Mil PET Stock 54/1668 PVL Next Day

*UL®-recognized 
**UL® -recognition pending

NEE=Neenah, WI   PVL=Painesville, OH   WCT=West Coast 
QTN=Quakertown, PA    PTC=Peachtree City, GA   FTW=Fort Wayne, IN

Applications

Portfolio Characteristics
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– Thin and flexible

– Excellent dimensional stability

– Materials inherently printable  
 with a variety of processes from  
 flexo to digital

– Suitable for die cutting, laser  
 cutting and embossing

– Ready-to-roll, lay-flat liner suited  
 for sheet applications

– Adhesives compliant with  
 toxicity standard

Select Solutions™  
Kiddie Sticker Portfolio
Label constructions that help put smiles on faces

Spec#   Product Description Width/Length
(In./Ft.)

Location Lead 
Time

18392 60# Archival Semi-Gloss/S490/40#LF EXACT™/10000 FTW Next Day

18559 60# Archival Semi-Gloss/R5195/40#LF
13/10000 FTW Next Day

Ready Width™ FTW Next Day

54116 54# Semi-Gloss FSC®/R5195/46#LF EXACT™/10000 NEE Next Day

79374 2.3 Mil White BOPP TC/S490/69#LF 60/2500 PVL 5 Days

17311 2.3 Mil White BOPP TC/R195/65#LF 60/2500 PVL 4 Days

53623 MaxFlex™ Silver/S490/69#MF 60/2500 PVL 4 Days

53676 MaxFlex™ Silver/R195/65#MF 60/1668 PVL 9 Days

FTW=Fort Wayne, IN   PVL=Painesville, OH   NEE=Neenah, WI  

Applications

Books
Toys and Games
Promotional Materials

Portfolio Characteristics
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– All specifications are UL 969  
 and cUL C22.2 recognized

– Weather- and temperature- 
 resistant

– Impervious to contact with  
 aggressive chemicals, including  
 oils and gasoline

– Reliable adhesion performance  
 on rough, dusty and oily  
 surfaces

– Excellent adhesion on low  
 surface energy substrates

Select Solutions™  
Lawn and Garden
Designed for a breadth of applications, the portfolio’s  
materials have been designed to meet the durability  
and versatility the outdoors demands

Spec#  Product Description Width/Length
(In./Ft.)

Location Lead 
Time

79453
Fasson® 2 Mil White PET TC/
S8049/50#SCK

Stock 54/1668 PVL
Next 
Day

77920
Fasson® 2 Mil White PET TC/
S8025/50#SCK

EXACT™/5000 NEE
Next 
Day

78385
Fasson® 2 Mil White PET TC/
S800150#SCK

EXACT™/5000 NEE
Next 
Day

78668
Fasson® 2 Mil Matte Chrome PET ITC/
S8025/50#SCK

Custom 
Coat/5000

FTW 4 Days

78670
Fasson® 2 Mil Bright Chrome PET ITC/
S8025/50#SCK

Custom 
Coat/5000

FTW 5 Days

79590
Fasson® 4 Mil White Vinyl/
S730/50#SCK

Run & Hold PVL
Next 
Day 

75849
Fasson® 3 Mil Velvet Lexan/S730/ 
1.5 Mil PET

EXACT™/1668 NEE
Next 
Day

75850
Fasson® 5 Mil Velvet Lexan/S730/ 
1.5 Mil PET

EXACT™/1668 NEE
Next 
Day

77844
Fasson® 1 Mil Clear PRT PET/
S8020/40#BG Overlaminate

EXACT™/2500 NEE/PVL
Next 
Day

79325
Fasson® 1 Mil Clear UV PET/S3000/ 
1 Mil PET Overlaminate

Stock 60/1668 PVL
Next 
Day

77843
Fasson® 1 Mil Matte PET/
S8020/40#BG Overlaminate

Stock 60/1668 PVL
Next 
Day

NEE= Neenah, WI  PVL=Painesville, OH  FTW=Fort Wayne, IN

Applications

Lawn mowers
Chain saws 
Snow blowers
Rototillers and more

Portfolio Characteristics
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– Wide range of material options  
 including films, papers,  
 holographics and more

– Permanent and removable  
 adhesives of varying strengths

– Non-curling, non-distortion  
 liners of various weights

Select Solutions™  
Lay-Flat Liner Portfolio
Wide range of adhesive material and adhesive options  
for roll-to-sheet and fanfold label applications

Spec#   Product Description Width/Length
(In./Ft.)

Location Lead 
Time

18559 60# Archival SG/R5195/40#LF
Ready Width™ 

13/10000
FTW Next Day

78/1668 FTW Next Day

18392 60# Archival SG/S490/40#LF EXACT™/10000 FTW Next Day

19862 Semi-Gloss Elite™ FasCover™/AT20M/69#MF 60/2500 PVL 4 Days

53569 TT1C/S4600/69#MF 60/2500 PVL 4 Days

53568 DT300HD/S4600/69#MF 60/2500 PVL 4 Days

53676 MaxFlex™ Silver/R195/69#MF 60/1668 PVL 9 Days

79267 2 Mil Clear BOPP TC/S692N/69#MF 60/2500 PVL 4 Days

79269 2 Mil Clear BOPP TC/S8001/69#MF 60/2500 PVL 4 Days

79270 2.3 Mil White BOPP TC/S692N/69#MF 60/2500 PVL 4 Days

17311 2.3 Mil White BOPP TC/R195/65#MF 60/2500 PVL 4 Days

79274 2.6 Mil White BOPP TC/S692N/69#MF 60/2500 PVL 4 Days

72944 Primax® 350/R143/65#MF 54/2500 PVL 5 Days

79282 FasClear® 250/S2501/69#MF 60/2500 PVL 4 Days

73000 FasClear® 350/R143/65#MF 54/2500 PVL 5 Days

79259 2 Mil Clear Print Treated PET/S8001/69#MF 60/2500 PVL 4 Days

79287 2 Mil White Print Treated PET/S4600/69#MF 60/2500 PVL 4 Days

79256 2 Mil White Print Treated PET/S8001/69#MF 60/2500 PVL 4 Days

79265 3 Mil Synthetic Paper/S8001/69#MF 60/2500 PVL 4 Days

FTW=Fort Wayne, IN     PVL=Painesville, OH    

– Five adhesives of varying  
 strengths

– Unbleached, uncoated kraft  
 brown paper facestock

– 40# SCK liner

– 44# poly coated kraft  
 liner option

Select Solutions™  
Natural Kraft Paper Portfolio
A kraft paper facestock, matched with a range  
of purpose-built adhesives, provides a premium,  
natural look for multiple applications

Spec#   Product Description Width/Length
(In./Ft.)

Location Lead 
Time

53470 Natural Label/SOX2/40#SCK TNR 78/1668 FTW Next Day

04786 Natural Label/S246/40#SCK 30/1500 PTC 4 Days

16328 Natural Label/AT20/40#SCK 60/1668 PVL Next Day

15788 Natural Label/S100R/44#PK 60/2500 PVL 5 Days

19725 Natural Label/HMR/40#SCK 60/1500 PTC 4 Days

FTW= Fort Wayne, IN    PTC=Peachtree City, GA    PVL=Painesville, OH 

Applications

Applications

Sheeted Labels
Security and safety labels
Inventory labels
Shipping and handling labels
Fanfold Labels

Apparel
Textiles
Spirits
Industrial

Portfolio Characteristics
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– Enhanced durability,  
 superior conformability  
 excellent abrasion resistance  
 for applications which  
 require two-, three-, or even  
 five-year durability 

– Testing has been conducted  
 on all elements of the label  
 construction including inks,  
 overlaminates and base label  
 material to ensure performance

Select Solutions™ Outdoor 
Overlaminates Portfolio
New specialized overlaminates offer longer-lasting  
legibility for critical product messaging
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Spec#   Product Description Width/ Length
(In./Ft.)

Location Lead Time

80051
2 Mil Cast Gloss Vinyl/ 
S659/1.5 Mil PET

Stock 60/300 PVL Next Day

80052
3 Mil Calendered Gloss Vinyl/ 
S8072P/1.5 Mil PET

Stock 60/300 PVL Next Day

80053
1.5 Mil Gloss Urethane/
S659/1.5 Mil PET

Stock 60/300 PVL Next Day

80054
3 Mil Calendered Matte Vinyl/ 
S8072P/1.5 Mil PET

Stock 60/300 PVL Next Day

PVL=Painesville, OH  

Applications

Harsh environments and tough 
outdoor exposures to items, such 
as: heat, cold, rain, snow, chemi-
cals, lubricating oils or gasoline 

Portfolio Characteristics
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– UL® Recognized

– Tested to meet the  
 requirements of a variety of  
 environments, conditions,  
 temperatures and OEM  
 standards

– Ability to stiffen a construction  
 for better application alignment  
 creating a flush, no-label look

Select Solutions™  
Overlaminates Portfolio
An extensive collection of overlaminates, including Lexan,® 
clear print-treated, clear topcoated, clear UV and matte  
polyesters, built for a variety of end use applications

Spec# Product Description Width/Length  
(In./Ft.)

Location Lead Time

75859 Fasson® 3 Mil Velvet Lexan®/S730/1.5 Mil PET EXACT™/1700 NEE Next Day

75850 Fasson® 5 Mil Velvet Lexan®/S730/1.5 Mil PET EXACT™/1700 NEE Next Day

77955 Fasson® 1 Mil Clear Print-Treated Polyester/S8020/1 Mil PET EXACT™/2500 NEE Next Day

77842 Fasson® 1 Mil Clear TC Polyester/S8020/1 Mil PET 60/1668 NEE, PVL 1-2 Days

77844 Fasson® 1 Mil Clear Print-Treated Polyester/S8020/40#BG
EXACT™/2500 PVL, WCT Next Day

EXACT™/5000 PVL Next Day

77843 Fasson® 1 Mil Matte Polyester/S8020/40#BG 60/1668 PVL 1-2 Days

77841 Fasson® 1 Mil Clear TC Polyester/S8020/40#BG

Ready Width™ 6/5000 PVL 1-2 Days

Ready Width™ 
12/5000

PVL 1-2 Days

77845 Fasson® 2 Mil Clear Print-Treated Polyester/S8020/40#BG Custom Coat 60/5000 PVL 8-10 Days

77854 Fasson® 2 Mil Clear TC Polyester/S8020/40#BG Custom Coat 60/5000 PVL 8-10 Days

79325 Fasson® 1 Mil Clear UV PET/S3000/1 Mil PET 60/1668 PVL 1-2 Days

77855 Fasson® 1 Mil Clear TC Polyester/S730/1 Mil PET EXACT™/5000  NEE Next Day

NEE=Neenah, WI  PVL=Painesville, OH  WCT=West Coast  FTW=Fort Wayne, IN

Portfolio Characteristics
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– Available in a wide variety of  
 materials and adhesives,  
 including removables

– Film piggybacks offer weather  
 resistance and conformability

– Image liner piggybacks provide  
 a carbon copy label that can be  
 affixed to another surface

– Single customer development  
 available

Select Solutions™  
Piggyback Portfolio
Dynamic and versatile, multi-layer constructions  
featuring one self-adhesive label on top of another

Spec#   Product Description Width/
Length
(In./Ft.)

Loc. Lead 
Time

74796 Fasson® 2.5 Mil Matte Clear Valtuff®/
S3000/3 Mil Clear Polyester/S3000/44#PK 54/2500 PVL 5 Days

78428 Fasson® 3 Mil Matte White Synthetic Paper/
S4600/1.2 Mil Polyester/S4600/50#SCK  54/2500 PVL 5 Days

79436 2 Mil CL BOPP PB/S692N/1.5 PET/
S692N/50#SCK 60/2500 PVL 5 Days

78253 Fasson® PRIMAX® 250/S1000/1.5 Mil 
Polyester/S1000/40#SCK  60/2500 PVL 5 Days

13373 Fasson® 50# DSX™ PB/S2501/40#SCK/
S2501/50#SCK

Ready Width™ 

6.5/10000 FTW Next Day

16120 Fasson® Trans-Therm® 1C/
S2501/40#SCK/40#SCK 

78/1668 FTW
Next Day

EXACT™/5000 FTW 
WCT

53590 Fasson® 54# Semi-Gloss Elite™/
S2501/40#SCK/S2501/40#SCK 78/1668 FTW 5 Days

15485 Fasson® 60# Semi-Gloss Elite™/
S2501/40#SCK/S2501/40#SCK

78/1668 FTW

Next Day

Ready Width™ 

6/5000 FTW

Ready Width™ 

9.75/5000 FTW

Ready Width™ 

13/5000 FTW

14814 Fasson® Trans-Therm® 1C/S246/40#SCK/
S246/40#SCK  60/1668 WCT Next Day

05252 Fasson® Trans-Therm® 1C /AT20/40#SCK/
AT20/40#SCK 60/2500 PVL 5 Days

15483 Fasson® 60# Semi-Gloss Elite/S490A/ 
2Mil Polystyrene/S490A/44#PK SSR/2500 PVL Next Day

15484 Fasson® 60# Semi-Gloss Elite™/
S2501/40#SCK/S2501/50#SCK 

78/1668 FTW

Next Day
Ready Width™ 

6.5/5000 FTW

15219 Fasson® Direct-Therm 300HD/
AT20/40#SCK/40#SCK 60/4167 PVL 5 Days

17574 Fasson® 50#DSX/AT20/Image Liner/
AT20/50#SCK  60/2500 PVL 5 Days

PVL=Painesville, OH  WCT=West Coast  FTW=Fort Wayne, IN 

Single Slit Roll Service Program:  Available in any width by 2500 ft. (3 in. core)

Applications

Inventory management
Promotional labels
Work-in-process labels

Portfolio Characteristics
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- Works with wet or dry  
 applications

– Can be over-laminated with  
 transparent PP or PET films  
 for added stiffness

– Various types of seal strength  
 and peel “feel”

– Good moisture, solvent,  
 fat and oil resistance

– R1490 adhesive approved for  
 direct food contact and suitable  
 for microwave conditions

Select Solutions™  
Reclosure Portfolio
Cost-effective, user-friendly resealing alternatives  
combining convenience with branding

Spec#   Product Description Width/Length
(In./Ft.)

Location Lead Time

78632 Fasson® 2.3 Mil White BOPP TC/R3400/1.2 Mil PET 60/1668 PVL Next Day

78860 2 Mil CL BOPP TC/R3400/1 Mil PET 60/1668 PVL Next Day

79657 Fasson® 2 Mil MET BOPP TC/R3400/ 
1.2 Mil PET 60/1668 PVL 4 Days

78149 Fasson® 2.3 Mil White BOPP TC/R3500/40#SCK EXACT™/5000 PVL Next Day

78148 Fasson® 2 Mil Clear BOPP TC/R3500/40#SCK EXACT™/5000 NEE Next Day

77461 Fasson® 2.3 Mil White BOPP TC/R3500/1.2 Mil PET EXACT™/10000 PVL Next Day

77462 Fasson® 2 Mil Clear BOPP TC/R3500/1.2 Mil PET EXACT™/15000 PVL Next Day

79625 Fasson® 2 Mil CL BOPP TC/R3525/ 
1.2 Mil PET 60/1668 PVL 4 Days

78826 Fasson® 2 Mil Clear BOPP TC/R1490/1.2 Mil PET
60/1000 PVL 7 Days
54/1668 NEE Next Day

79008 Fasson® 2.3 Mil White BOPP TC/R1490/1.2 Mil PET 60/1000 PVL 7 Days

77652 Fasson® 2.3 Mil White BOPP TC/R143/1.2 Mil PET 60/1000 PVL Next Day

78578 Fasson® 2 Mil Clear BOPP TC/R143/ 
1.2 Mil PET

54/1668 NEE Next Day
60/1000 PVL 7 Days

NEE = Neenah, WI  PVL = Painesville, OH
Single Slit Roll Service Program:  Available in any width by 2500 ft. (3 in. core)

Applications:

Dry Conditions
(dry foods, cookies, crackers)

Adhesive:

R3400

» Easy Peel Back
» Low Odor
» Meets FDA 175.105 requirements

Applications:

Damp Conditions
(deli meats)

Adhesive:

• R3500
• R3525 - 25% higher peel than R3500

» Economical Alternative
» Good Initial Tack
» More “grab” than R3400
» Low Odor
» Meets FDA 175.105 requirements

Applications:

High Moisture Conditions
(wet wipes, cleaning pads, facial wipes)

Adhesive:

R1490 – High-Performance ,  
Approved for Direct Food Contact

» Stable, Smooth Peel Back
» Low Odor
» Excellent Adhesion Rebuild
» Broad Substrate Performance
» NEW FCN 1716 Direct Food Contact and 

Reheating of Prepared Food Compliant

*Available with white and clear top coated BOPP *Available custom facestocks for tailored solutions
For other FDA requirements please contact your Avery Dennison representative.

Portfolio Characteristics

AD Connect

46



– More than 40 label 
 constructions featuring nine  
 adhesives that include  
 technologies such as  
 microsphere, solvent acrylic,  
 emulsion acrylic and hot  
 melt rubber 

– Designed to perform in specific  
 applications on various  
 substrates, such as: plastic,  
 glass, metal and paper

Select Solutions™  
Removables Portfolio
A proven core of multipurpose products, featuring general 
purpose and application solution adhesives, that address  
a range of application needs from simple to complex

Household Items
Reclosure
Furniture
Consumer Electronics
Credit/Debit Cards

Applications

Portfolio Characteristics
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Removable Adhesives for Paper Components
General Purpose

R5195
General purpose removable adhesive featuring moderate initial tack and minimal adhesion build over time. Its consistent level of 
adhesion and long-term removability make it suitable for applications on substrates such as glass and plastics. Proven successful for 
shelf and tote marking used in logistical tracking.

Application Solution

UR3
Ultra-removable microsphere adhesive, featuring a consistent level of adhesion, as well as long term removability and 
repositionability across a wide variety of substrates. Fasson® UR3 remains removable for months with peel and reseal characteristics 
that provide consistent, secure positioning and clean removability.

LP1000 

Ultra removable adhesive, featuring long-term, clean removability across wide variety of substrates. It offers economical solution 
for various opportunities. Designed to offer smooth peel and excellent die cutting and stripping characteristics. Particularly suited 
for applications like: retail information labels, inventory management or work-in-progress, point of sale promotions, newspapers, 
promotional labels, books, housewares, credit cards or glass. 

R423/R5423 Removable, low peel adhesive featuring long-term removability, and excellent die cutting and stripping characteristics. Particularly 
suited for wallpaper promotional labels, high gloss book covers and shelf marking. R5423 is an excellent solution for Monroney labels.

R128 Removable rubber-based adhesive with high initial tack, internal strength and stable adhesion. R128 is recommended where clean 
removability is of primary importance. Adhesive can be used on a variety of substrates including glass, metal, plastic and others.

More Removable Less Removable

UR3LP1000 R5195R128R423R5423*

Recommended - Test in actual application

Recommended - Tighter adhesion

Not Recommended

Removable

UR3 LP1000 R423 R128 R5195

Adhesive Technology
Emulsion Acrylic

(Microsphere)
Emulsion Acrylic Emulsion Acrylic Hot Melt Rubber Emulsion Acrylic

Minimum Application Temperature, °F 20 10 10 10 40

Service Temperature Range, °F  -40 to 160  -40 to 160  -40 to 160  -65 to 120  -40 to 160

Food Contact Indirect Indirect Indirect Indirect Indirect

Peel* (PE/Stainless) .52/.40 .28/.37 .60/.52 .74/.55 .73/.91

Tack* (PE/Stainless) .60/.93 .01/.42 .25/.53 1.0/1.3 1.1/1.4

Plastic

Polypropylene (PP)

Polyethylene - High Density (HDPE)

Polyethylene Terephthalate (PET)

Glass

Polyethylene Coated

Window (annealed)

Automotive (tempered)

Metal

Powder Coated (smooth PET)

Painted (alkyd enamel)

Stainless Steel

Paper

Recycled Corrugated

Bond (uncoated)

Glossy (coated)

Based on six week testing of practical removability rating and failure mode
*Peel and tack are measured in lb./inch

Paper

AD Connect
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Paper Products and Service Programs

Spec# Product Description Width/Length (In./Ft.) Location Lead Time

R5195

18303 Fasson® Laser Copy™ Jet/R5195/45#LF EXACT™/10000  FTW Next Day

18327 Fasson® Trans-Therm®1C/R5195/40#CK EXACT™/10000  FTW, DAL, SEA Next Day

18328 Fasson® 60# Semi-Gloss Elite™/R5195/40#SCK
EXACT™/5000  FTW, QTN, PTC, NEE, WCT Next Day

EXACT™/10000 SEA Next Day

18329 Fasson® 50# DSX™/R5195/50#CK EXACT™/10000  FTW Next Day

18444 Fasson® Matte Litho/R5195/40#SCK EXACT™/2500  FTW Next Day

18445 Fasson® 60# Cast Gloss/R5195/40#SCK EXACT™/10000  FTW Next Day

18558 Fasson® DT200GP/R5195/40#CK EXACT™/10000 
EXACT™/15000  FTW, MTL Next Day

18559 Fasson® 60# Archival Semi-Gloss/R5195/40#LF 78/1668
Ready Width™ 13/10000  FTW  Next Day

18685 Fasson® DT200HD Plus/R5195/40#CK EXACT™/5000/10000  FTW Next Day

54116 Fasson® 54# Semi-Gloss FSC®/R5195/46#LF EXACT™/10000  NEE Next Day

UR3

53421 Fasson® High Gloss Plus/UR3/40#SCK EXACT™/5000  PVL Next Day

53432 Fasson® Trans-Therm®/UR3/40#SCK EXACT™/5000  PVL Next Day

54125 Fasson® Semi Gloss Plus/UR3/40#SCK EXACT™/5000  PVL Next Day

LP1000

54148 Fasson® DT 200HD FSC/LP1000/40#SCK EXACT™/5000 PVL Next Day

54149 Fasson® 60# Semi-Gloss /LP1000/40#SCK EXACT™/5000 PVL Next Day

R423/R5423

19714 Fasson® Semi-Gloss Elite™/R423/40#SCK 60/1668  PVL Next Day

96546 Fasson® 60# Cast Gloss/R423/40#SCK 60/1668  PVL Next Day

98203 Fasson® Trans-Therm® 1C/R423/40#SCK 60/1668  PVL Next Day

18345 Fasson® Standard Laser-Rite™/Std R5423/50#MF EXACT™/10000  FTW Next Day

53763 Fasson® Durable Laser-Rite™ FSC®/R5423/50#MF EXACT™/5000  FTW Next Day

R128

01991 50# DSX™/R128/50#SCK 30/1500  PTC 4 Days

07607 Fasson® High Gloss Plus/R128/40#SCK 60/1550  PTC Next Day

07719 Fasson® High Gloss Plus/R128/50#SCK 30/1550  PTC 4 Days

15931 Fasson® Semi-Gloss Elite™/R128/40#SCK 30/1500  PTC 4 Days

96088 Fasson® Trans-Therm® 1C/R128/40#SCK 30/1667  PTC 6 Days

96174 Fasson® Trans-Therm® 2C/R128/40#SCK 30/1500  PTC 4 Days

19342 Fasson® Trans-Therm® 1C FasCover™ 2/R128/40#SCK 30/1500  PTC 4 Days

13645 Fasson® FasPrism™ Iridescent/R128/40#SCK 30/1500  PTC 4 Days

DAL=Dallas, TX  FTW=Fort Wayne, IN  WCT=West Coast  PVL=Painesville, OH  PTC=Peachtree City, GA,  
QTN=Quakertown, PA  SEA=Seattle, WA  NEE=Neenah, WI Continued
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More Removable Less Removable

R300 R143R3400R1490R3500 R3525

Recommended - Test in actual application Recommended - Tighter adhesion Not Recommended

Removable

R300 R3500 R3525 R3400 R1490 R143

Adhesive Technology Emulsion Acrylic Solvent Acrylic

Minimum Application Temperature, °F 45 40 40 40 50 50

Service Temperature Range, °F -40 to 176 0 to 200 0 to 200 -40 to 176 -40 to 250 -40 to 250

Food Contact Indirect Indirect Indirect Indirect Direct Pending

Peel* (PE/Stainless) 0.14/0.47 0.25/0.78 0.31/0.98 0.41/0.92 0.32/0.96 0.49/1.39

Tack* (PE/Stainless) 0.44/0.71 0.56/1.12 0.70/1.40 0.72/1.27 0.56/1.49 0.99/2.20

Plastic

Polypropylene (PP)

Polyethylene - High Density (HDPE)

Polyethylene terephthalate (PET)

Glass

Polyethylene coated

Window (annealed)

Automotive (tempered)

Metal

Powder coated (smooth PET)

Painted (alkyd enamel)

Stainless Steel

Paper

Recycled Corrugated

Bond (uncoated)

Glossy (coated)

Based on 6 week testing of practical removability rating and failure mode
*Peel and tack are measured in lb./inch

Removable Adhesives for Film Components

General Purpose

R3500 Specially formulated acrylic adhesive designed for ease of removability from plastic packaging while maintaining good peel 
performance. Suitable for many general-purpose applications.

Application Solution

R143 Specially formulated acrylic removable adhesive with versatile performance properties. Specific applications include durables, 
electronics assembly labeling and reclosures.

R1490 Specially formulated low odor acrylic adhesive with clean removability properties and a smooth, low noise peel. Smooth peel from 
flow-wraps, olefins and other plastics. Suitable for reclosure applications.

R300 Ultra removable clear adhesive, suitable in applications requiring long-term removability. Particularly well suited for CD/DVD security 
labeling, oil change labels, housewares and glass.

R3400
Removable adhesive featuring moderate initial tack and minimal adhesion build over time. It offers a consistent level of adhesion 
and long-term removability across a variety of substrates. An excellent choice for resealable packaging and multi-use labels. 
Suitable for wide range of substrates and applications.

R3525 Specially formulated acrylic adhesive designed for ease of removability from plastic packaging while maintaining good peel 
performance. Suitable for many general-purpose applications.

Film

AD Connect
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Not Recommended

Spec# Product Description Width/Length (In./Ft.) Location Lead Time

R3500

77461 Fasson® 2.3 Mil White BOPP TC/R3500/1.2 Mil PET EXACT™/10000 NEE Next Day

77462 Fasson® 2 Mil Clear BOPP TC/R3500/1.2 Mil PET EXACT™/15000 NEE Next Day

78148 Fasson® 2 Mil Clear BOPP TC/R3500/40#SCK EXACT™/5000 NEE Next Day

78149 Fasson® 2.3 Mil White BOPP TC/R3500/40#SCK EXACT™/5000 PVL Next Day

R143

75394 Fasson® Primax® 350/R143/1.5 Mil PET EXACT™/5000 PVL Next Day

77967 Fasson® Primax®  350/R143/50#SCK ABC EXACT™/5000 PVL Next Day

78578 Fasson® 2 Mil Clear BOPP TC/R143/1.2 Mil PET 60/1000 PVL Next Day

77652 Fasson®  2.3 Mil White BOPP TC/R143/1.2 Mil PET 54/2500 PVL 5 Days

R1490

79008 Fasson® 2.3 Mil White BOPP TC/R1490/1.2 Mil PET 60/1000 PVL 7 Days

R300

75150 Fasson® 2 Mil Clear BOPP TC/R300/1 Mil PET 60/1668 PVL Next Day

77563 Fasson® 2.6 Mil White BOPP TC/R300/40#BG EXACT™/5000 PVL Next Day

R3400

78201 Fasson® 2 Mil Clear BOPP TC/R3400/40#BG 60/1668 PVL Next Day

78632 Fasson® 2.3 Mil White BOPP TC/R3400/1.2 Mil PET 60/1668 PVL Next Day

78860 Fasson® 2 Mil Clear BOPP TC/R3400/1 Mil PET 60/1668 PVL Next Day

R3525

79625 Fasson® 2 Mil CL BOPP TC/R3525/1.2 Mil PET 60/1668 PVL 4 Days

PVL=Painesville, OH  NEE=Neenah, WI

Film Products and Service Programs
A list of our featured removable film constructions and service programs. Based on customer input and insight from Avery Dennison experts, the 
offering continues to evolve. If you are seeking a product that is not listed, please contact your sales or technical representative for information about 
our custom product development program -  Engineered Solutions.
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– Reliable adhesion performance  
 on rough, dusty and oily surfaces

– Weather- and temperature- 
 resistant

– Impervious to contact with  
 aggressive chemicals, oils  
 and gasoline

– Highly adaptable to varying  
 surface and application  
 conditions

– Materials suitable for thermal  
 transfer, digital and laser printing

Select Solutions™ Safety  
and Warning Labels Portfolio
Reliable solutions designed to perform on a broad range of  
surfaces commonly subjected to climate or chemical exposure

NEE=Neenah, WI   PVL=Painesville, OH   FTW=Fort Wayne, IN

Spec# Product Description Width/Length  
(In./Ft.)

Location Lead Time

79453 Fasson® 2 Mil White PET TC/S8049/50#SCK Stock 54/1668 PVL Next Day

77920 Fasson®  2 Mil White PET TC/S8025/50#SCK EXACT™/5000 NEE Next Day

78385 Fasson®  2 Mil White PET TC/S8001/50#SCK EXACT™/5000 NEE Next Day

77922 Fasson®  2 Mil Matte Chrome PET TC/S8025/50#SCK EXACT™/5000 FTW 4 Days

78403 Fasson®  2.3 Mil White BOPP TC/S8001/50# SCK EXACT™/5000 NEE Next Day

79653 Fasson®  2 Mil White PET TC/S8049/EZ Liner Stock 55/2500 PVL 5 Days

79651 Fasson®  4 Mil White Vinyl/S8025/EZ Liner Stock 55/2500 PVL 5 Days

79246 Fasson®  4 Mil White Vinyl/S8025/50#SCK Custom Coat/5000 FTW 4 Days

75849 Fasson®  3 Mil Velvet Lexan®/S730/1.5 Mil PET EXACT™/1668 NEE Next Day

75850 Fasson®  5 Mil Velvet  Lexan®/S730/1.5 Mil PET EXACT™/1668 NEE Next Day

79325 Fasson®  1 Mil Clear UV PET/S3000/1.0 Mil PET Overlaminate Stock 60/1668 PVL Next Day

77843 Fasson® 1 Mil Matte PET/S8020/40#BG Overlaminate Stock 60/1668 PVL Next Day

Applications

Appliances
Lawn and garden
Automotive
Electronics
Medical device applications

Portfolio Characteristics
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– Customizable UV and IR  
 print options

– Enhanced thermal transfer  
 graphic solutions

– Chemical resistant coating for  
 liquid products

– Adhesion to a wide range of  
 substrates including paper,  
 cardboard, metals, plastics,  
 glass and even fabrics

Select Solutions™  
Security Portfolio
Anti-tamper and anti-counterfeit solutions reinforce  
quality and assure authenticity

Spec# Product Description Width/
Length
(In./Ft.)

Location Lead 
Time

 Tamper Evident Paper

19348
Fasson® Tamper Resistant Litho/
S814/40#SCK

EXACT™/5000 PVL
Next 
Day

53584 Tamper-Resistant Litho/S8015/40#BG 60/2500 PVL 4 Days
53583 Tamper-Resistant Litho/S8015/50#SCK 60/2500 PVL 4 Days

53581
Tamper-Resistant Litho/S8015/
1.2 Mil PET

60/2500 PVL 4 Days

 Void

78194
Fasson® 2 Mil White Void Polyester TC/
S8015W/50#SCK

EXACT™/1668 NEE
Next 
Day

78195
Fasson® 2 Mil Silver Void Polyester TC/
S8015/50#SCK

EXACT™/1668 NEE
Next 
Day

78196
Fasson® 2 Mil Matte Chrome Void 
Polyester TC/S8015/50#SCK

54/1000 PVL 4 Days

 Frangible Film

60097
Fasson® 2 Mil Clear Acetate/
S730/50#SCK ABC

52/1668 PVL
Next 
Day

 SharpTear™

77964
Fasson® 3 Mil Clear MDO/S692N/ 
1.2 Mil PET

EXACT™/10000 QTN
Next 
Day

77980
Fasson® 3 Mil White MDO/S692N/ 
1.2 Mil PET

EXACT™10000 NEE
Next 
Day

 Carton Fiber Tear

79676
Fasson® 2 Mil Clear BOPP TC/
S788P/40BG

 60/4167 PVL
10 

Days

NEE= Neenah, WI    PVL=Painesville, OH    QTN=Quakertown, PA

Applications

Home and Personal Care
Consumer Packaged Goods
Pharmaceutical
Automotive
Medical
Durable Goods
Tamper Evident

Portfolio Characteristics
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– Consistent adherence to uneven  
 substrates and fabrics
 

– Apparel friendly; removes  
 cleanly from fabrics

– Stiffness and high internal  
 strength for more challenging  
 applications

Select Solutions™  
Tag Stock Portfolio
Multipurpose for Multitasking

Spec#   Product Description Width/
Length
(In./Ft.)

Location Lead 
Time

00582 8 Pt. Tag/HMR/40#SCK 30/1500 PTC 4 Days

07541 8 Pt. Tag/R195/40#SCK 60/2500 PVL 5 Days

15258 8 Pt. Tag/AT20/40#SCK

EXACT™/2500 NEE, DAL

Next DayEXACT™/5000 PTC, FTW, 
WCT

EXACT™/10000 PTC

17375 8 Pt. Tag/AT20A/40#SCK EXACT™/5000 FTW Next Day

17698 8 Pt. Tag/S246/40#SCK TNR EXACT™/5000 PTC Next Day

54047 10 Pt. Tag FSC®/
AT20A/40#SCK EXACT™/5000 FTW Next Day

01021 8 Pt. Dry Tag 30/1500 PTC 4 Days

53544 8 Pt. Tag/S2501/40#SCK 60/2500 PVL 4 Days

53539 8 Pt. Tag/S4600/40#SCK 60/2500 PVL 4 Days

FTW=Fort Wayne, IN  NEE=Neenah, WI  PVL=Painesville, OH,  
PTC=Peachtree City, GA, WCT=West Coast  DAL=Dallas, TX

– Multiple Transfer Tapes  
 and adhesives

– Offered in 7.5”, 10” and 15” rolls;  
 must order full master of desired  
 slit width

– .25” of ungummed area on each  
 roll facilitates handling

Select Solutions™  
Transfer Tape Portfolio
From general-purpose tapes to custom engineered  
materials, Avery Dennison will work with you to create  
valuable solutions to meet your needs

Spec#   Product Description Width/Length
(In./Ft.)

Location Lead 
Time

19188 FF 40#SCK/S490/40#SCK 60/2500 PVL
Next 
Day

19052 FF 40#SCK/At20/40#SCK 60/2500 PVL 5 Days

98819 FF 40#SCK/S246/40#SCK 30/2500 PTC 4 Days

78763
FF 40#SCK EZ/ 
S490A/1.5 Mil PET

60/2500 PVL 4 Days

PVL=Painesville, OH    PTC=Peachtree City, GA

*Actual usable width is .25" less than size posted due to ungummed edges.

Applications

Applications

Sock bands and garment labels
Retail price tickets
Information labels
Work-in-process labels

RFID Application for  
Logistics and Transport

Food and  
Retail Promotions

Portfolio Characteristics

Portfolio Characteristics
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– Easy access to single rolls for  
 18 unique product specifications  
 (and growing) 

– You can service your client’s  
 needs in any width by  
 2,500-foot lengths

– Another new service offering  
 is our Prototype program or  
 experiment with a proposed  
 Engineered Solution

– Our technical team has added  
 new prototyping capabilities that  
 allow us to quickly create  
 unique, small prototype rolls  
 within seven days

Single Slit Roll  
Service Program
More Services to Help You Serve Your Clients

Spec#   Description Width/Length
(In./Ft.)

Location Lead Time Portfolio

15483
Fasson® 60# Semi-Gloss Elite/S490A/2 Mil 
Polystyrene/S490A/44#PK

SSR/2500 PVL Next Day Select Solutions™ Piggyback

53281 PH Cast Gloss+/S717P/ULT Single Roll*/2500 PVL 5 Days Pharmaceuticals

53410 PH Semi Gloss/S727/ULTRA Single Roll*/2500 PVL 5 Days Pharmaceuticals

75312 Inverted-Face Metallized Primax® 250/S1000/44#PK Single Roll*/2500 PVL 4 Days Select Solutions™ Cover-Up

79637 2 Mil White BOPP TC/PR1000/40#BG SSR/2500 PVL 4 Days
Select Solutions™ Reclosure & 

Removables

79348 5 Mil Matte White Kimdura® Inkjet/S4600/50#SCK Single Roll*/2500 PVL Next Day Durables

79404 3 Mil Inkjet Synthetic Paper/S8001/50#SCK Single Roll*/2500 PVL Next Day Durables

79453 2 Mil White PET TC/S8049/50#SCK SSR/2500 PVL Next Day Durables

79676 2 Mil Clear BOPP TC/S788P/40BG Single Roll*/2500 PVL 5 Days Pharmaceuticals

79732 2 Mil White PET TC/S8029/50#SCK SSR/2500 PFF Next Day Select Solutions™ Automotive

  

Single Slit Roll Service Program

Portfolio Characteristics

PVL=Painesville, OH  PFF=Painesville, OH Films Facility
*Single Slit Roll Service Program: Available in any width by 2500 ft. (3 in. core)
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– Find the right construction fast

– Choose from a set range of  
 label constructions

– Select from foils, films, metallized  
 films, papers and more in  
 combination with our best-per 
 forming adhesives

– Get the benefit of a customized  
 label solution with low MOQs,  
 quick pricing and rapid shipping

Select Solutions™  
Mix & Match™ Product Guide
Versatile, flexible way to create select label solutions

Portfolio Characteristics

AD Connect
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R423 R3400 S246 C2510 S490 S4600 S2501 S692N S8001 S8015

Low Surface 
Energy

High  
Surface  
Energy

Tough
Substrates

Curved (>1")

Curved (<1")

ExcellentGoodNot Recommended

Mix & Match Adhesive Matrix

To help you better navigate our Mix & Match products, below is an easy-to-use and understand adhesive matrix.  
The matrix allows you to swiftly identify the correct adhesives for your applications.



Blue Spec# = Ships from Peachtree City, GA, 30" x 1500' MOQ
Green Spec# = Ships from Painesville, OH, 60" x 2500' MOQ

Continued

40#SCK 50#SCK 40#BG 69#MF 1.2 Mil PET 1.5 Mil PET

Prime Paper

60# Cast Gloss

S246 07655 07732
C2510 53631
R423 96546 53876
S490 53614 07693
S4600 53610 53615 53617 53621

Bright Silver Foil

S246 01734
C2510 53530 53510
R423 53865
S490 53578 53537

Dull Silver Foil
S246 02861 10751 53503

C2510 53528
S4600 53540

Bright Gold Foil S246 53522

MaxFlex™ Bright Silver

S246 53354 53635 53628 53403
C2510 53632 53626
R423 53868
S490 53623

Inverted-Face MaxFlex™ Bright Silver S246 53825

8 Pt. Tag
S2501 53573
S4600 53539

Variable Information

TT1C

S246 14443 53507
C2510 53527 53512
R423 98203
S4600 53551 53569

TT2C
S246 02329
R423 96029

DT 300HD
S4600 53542 53559 53568
R423 53869

Prime Film

2 Mil Clear BOPP TC

S692N 79267 79184
S2501 79268 79164
R3400 79495
S8001 79234 79269 79153
S8015 79295 79305

All Mix & Match orders more than 5000 LF are subject  
to standard lead times
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40#SCK 50#SCK 40#BG 69#MF 1.2 Mil PET 1.5 Mil PET

2.3 Mil White BOPP TC

S246 78788 79140
C2510 79141
R3400 79486 79496
S692N 79270
S2501 79205 79224 79272 79187
S4600 79215
S8001 79235 79273 79154

2.6 Mil White BOPP TC

C2510 79142
S692N 79274 76999
R3400 79487
S2501 79206 79276 79188
S4600 79201 79216 79275
S8001 79236
S8015 79315

2 Mil Metallized BOPP TC

S246 79143
C2510 79144
S2501 79285
S4600 79203 79218 79284
S8001 79211 79233 79266
S8015 79310
R3400 79657

Primax® 250

S692N 76993
S2501 79207 79280 79167
R3400 79499
S4600 79279
S8001 79213 79237 79281

FasClear® 250
S2501 79282
S8001 79283 79180
S8015 79299

Durable Film

2 Mil Clear Print-Treated PET
S2501 79230
S8001 79259 79090
R3400 79491

2 Mil White Print-Treated PET

S4600 79219 79287
S8001 79256 79158 79181
S8015 79301 79319 79293
R3400 79508

2 Mil Matte Chrome PET TC
S2501 79260
S4600 79261
S8001 79262 79159

3 Mil Synthetic Paper

S2501 79263
S4600 79264 78427
S8001 79199 79239 79265 79160
S8015 79304
R3400 79494 79510 79519

Blue Spec# = Ships from Peachtree City, GA, 30" x 1500' MOQ
Green Spec# = Ships from Painesville, OH, 60" x 2500' MOQ

All Mix & Match orders more than 5000 LF are subject  
to standard lead times

AD Connect
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The Back Page

“Feel The Pressure” Word Find
Take a few minutes to find some common words  

used in the pressure-sensitive label industry

ADHESIVE

 

CONFORMABLE

GLOSS

 

PERMANENT

STRENGTH

BRIGHTNESS

EMBOSSING

GRAIN

REPOSITIONABLE

TENSILE

CHANGEOVERS

FACESTOCK

LINER

SPEED
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